
MACHINE DATASHEET 
 
Machine Type:  Table Type Boring and Milling Machin e 
Make:                 UNION  
Type:                  BFT 102 
New in:               12/1997 
Control:                 CNC 
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Origin:                   Germany 
Term of Delivery:  Immediately 
Quotation:             Ex Foundation “as is where i s” 
WITH HEIDENHAIN TNC 426 5 AXIS CONTROL 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TECHNICAL DATA 
 
Working Range 
Cross travel of table  X – axis   1600 mm  
Vertical travel of spindle head Y – axis   -40...+1210 mm 
Longitudinal travel of table Z – axis   1600 mm  
Rotary travel of table  B- axis   Any angles 
Travel of boring spindle  W- axis   710 mm (max. overhang length) 

 

 
 

 
 

Machine Reference:  09102 
 
YOM 12/1997 
 
Serial No.: 102 0004 
 
Location: England 
 
Price on application 
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TECHNICAL DATA Continued  
 
Workholding Table  
Workholding surface     1250 x 1400 mm 
max. table load      3500 kg (between bedways) 
T -slot width/spacing     22H7/125 mm 
Centre bore Dia.      250H7 mm 
 
Tool Location 
Boring spindle Dia.     102 mm 
Boring spindle location for tools with steep taper   Dl N 2080 A50 
 
Speeds/Feedrates and Rapid Traverses  
Rotational spindle speeds (3 ranges, infinitely variable) 4...1600 min-1 
 
max. feedrate X-, Z- axis (infinitely variable)  6000 mm min-1 
max. feedrate y- axis (infinitely variable)   6000 mm min-1 
max. feedrate W- axis (infinitely variable)  3150 mm min-1 
max. feedrate B- axis (infinitely variable)   900 
 I min 
 
Rapid traverse X-, Z- axis    6 m min-1 
Rapid traverse y- axis     6 m min-1  
Rapid traverse W- axis     3,15 m min-1 
Rapid traverse B- axis     2,5 min-1 
 
Weight and Power Data 
Net weight      9 235 kg 
  
max. feed power X-, V-, Z-axes    16 000 N 
W-axis       16 000 N 
 
max. spindle torque     1 600 Nm 
Driving power                                                                 20 kW 
 
Erection 
Floor area required     30,3 m² 
Total power required     54 kW 
Voltage/Frequency     400 V/50 Hz 
 
 
EXTRA EQUIPMENT 
Detachable facing head and loading davit 
 
 
MACHINE OFFERED SUBJECT TO PRIOR SALE 
 
Every effort has been made to ensure that this specification is correct. However, as with all used machines it is up to the purchaser to verify these. No 
responsibility can be accepted for incorrect information supplied. No warranty is given or implied unless by separate agreement. It is a condition of 
this sale that the purchaser in order to comply with Health & Safety At Work Act, 1974, Part 1, Section 6 will take such steps as are necessary to 
ensure so far as is reasonably practicable that the machine will be safe and without risk to health when used correctly.  
 
E&OE 


